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STORMWATER BMP MARKING DETAIL

EDGE LINE

SHOULDER

EDGE OF

AND GUTTER

CATCH BASIN CURB 

POND TYPES
UNDERGROUND AND 
BMP DELINEATION

3"

NTS

WHITE ON GREEN

MARKING AREA = 0.89 SQ. FT. 

SEE NOTE 1
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STICKER  (SEE NOTE 3)

WSDOT STORMWATER BMP

1"

(SEE NOTE 3)

FLEXIBLE GUIDEPOST 

2' - 0" MIN.

(TYP.)

1/4" LETTER HT.

REQIRED (SEE NOTE 1)

DETAIL) ONLY ONE (1) MARKING 

(SEE STORMWATER BMP MARKING 

STORMWATER BMP MARKING  ~ 

REQIRED (SEE NOTE 1)

DETAIL) ONLY ONE (1) MARKING 

(SEE STORMWATER BMP MARKING 

STORMWATER BMP MARKING  ~ 

PLANS

IN THE CONTRACT 

NAME AS SHOWN 

STORMWATER  BMP

GUIDE POST DETAIL  (SEE NOTE 2) 

FLEXIBLE GUIDE POST ~ SEE FLEXIBLE 

DETAIL (SEE NOTE 2)

SEE FLEXIBLE GUIDE POST 

FLEXIBLE GUIDE POST~

SHOULDER

EDGE OF

EDGE LINE

EDGE LINE

Standard Specification Section 9-17.

The flexible guide post shall be brown in color. See

  

the rumble strip.

If rumble strips are present, install marking outside of 

WSDOT STORMWATER BMP STICKER

(FACING TRAFFIC)
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